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PRODUCT DESCRIPTION:
MaxLite’s LED High Output Dimmable Omnidirectional 
A-Line lamps replicate true A21 and A23 incandescents. 
They are suited to a wide variety of residential and 
commercial applications, including pendants, wall sconces 
and table and floor lamps.   

FEATURES:
• 17W, 2,000lm, 125W Inc. replacement
• 21W, 2,600lm, 150W Inc. replacement
• 26W, 3,000-3,200lm, 200W Inc. replacement
• Dimmable down to 10%
• 25,000 hour life (L70 standards)
• CRI: ≥ 80
• Suitable for damp locations

APPLICATIONS
• Pendants
• Table and floor lamps
• Sconces

WARRANTY:
5-year standard warranty (further details available at  
www.maxlite.com/warranties)
Product may be eligible for a warranty extension to 10 years, 
for an additional fee. Contact MaxLite for details.

LED HIGH OUTPUT DIMMABLE 
OMNIDIRECTIONAL A-LAMP  
A21 and A23 SERIES

17W A21  

21W A21

ORDERING:

D

FAMILY BASE DIMMABILITY CCT

17A21 =
21A21=
26A23=

17 watts, A21
21 watts, A21
26 watts, A23

(OMIT)=
 

E26 D= Dimmable 27=
30=
40=
50=

2700K
3000K
4000K
5000K

MODEL SELECTION  (Full list of order codes on pg. 2) Typical order example:17A21D27

26W A23

Specifications are subject to change without notice.
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SPECIFICATIONS: 17A21D27 21A21D27 26A23D27

ITEM SPECIFICATION DETAILS

GENERAL
PERFORMANCE

Power Consumption 17W 21W 26W

Lumens Delivered 2,000 2,600 3,000-3,200

Efficacy (lm/w) 118 118 116-123

CRI ≥80

Color Temperature (CCT) 2700K, 3000K, 4000K, 5000K

Lumen Maintenance (L70) 25,000 Hours

ELECTRICAL
Power Factor ≥0.95

Input Voltage 120V

PHYSICAL
Base Type E26

Operating Temperature -4°F - 104°F

CERTIFICATION

Certification FCC 

Environment  Damp

Warranty 5 Year standard warranty 

ORDER 
CODE MODEL WATTS EQUIVALENCY DELIVER

LUMENS
EFFICACY 

(lm/W) CRI CCT DIMENSIONS
(W” x MOL”)

E26 Base

102721 17A21D27 17W 125W Inc. 2,000 118 80 2700K 2.55’ x 4.92’

102722 17A21D30 17W 125W Inc. 2,000 118 80 3000K 2.55’ x 4.92’

102723 17A21D40 17W 125W Inc. 2,000 118 80 4000K 2.55’ x 4.92’

102724 17A21D50 17W 125W Inc. 2,000 118 80 5000K 2.55’ x 4.92’

102717 21A21D27 21W 150W Inc. 2,600 118 80 2700K 2.75’ x 5.13’

102718 21A21D30 21W 150W Inc. 2,600 118 80 3000K 2.75’ x 5.13’

102719 21A21D40 21W 150W Inc. 2,600 118 80 4000K 2.75’ x 5.13’

102720 21A21D50 21W 150W Inc. 2,600 118 80 5000K 2.75’ x 5.13’

102713 26A23D27 26W 200W Inc. 3,000 116 80 2700K 3.15’ x 5.90’

102714 26A23D30 26W 200W Inc. 3,200 123 80 3000K 3.15’ x 5.90’

102715 26A23D40 26W 200W Inc. 3,200 123 80 4000K 3.15’ x 5.90’

102716 26A23D50 26W 200W Inc. 3,200 123 80 5000K 3.15’ x 5.90’

ORDERING:
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BRAND MODEL COMPATIBLE BRAND MODEL COMPATIBLE BRAND MODEL COMPATIBLE

ADRONE

ADPD453LW2 NO

LUTRON

CTCL-153PDH-WH YES

LUTRON

S-603PGH-WH  NO

ADTP703TUW4 YES D-600PH-3CK NO S-603PH-WH  NO

ADWR703HW4 YES D-600PH-DK  YES SCL-153P-WH NO

AH 
SDM/600 YES D-600R-IV  YES SCL-153PH-WH NO

SDM3/1000 NO D-600R-WH  YES SCL-153PH-WH YES

 DLE-01 NO D-600RH-DK  YES TG-600PH-IV  YES

COOPER

AAL06-C1 NO DV-600P-WH NO TG-600PH-WH  NO

DAL06P-C2-K NO DV-600PH-WH  YES TG-600PNLH-WH NO

SAL06P-W-K NO DV-603P NO TG-603PGH-WH NO

TAL06P-C2-K NO DV-603PH-WH YES TGCL-153PH-WH YES

CTL DM600-12-3 YES DV-603PH-WH YES TGCL-153PH-WH NO

EATON
AAL06-C1 NO DV-603PR   NO TGCL-153PLH-WH NO

SAL06P-LA-K NO DVCL-153P-WH YES LUX DM600-12 YES

TAL06P1-C5 NO DVCL-153P-WH NO MAXXIMA MEW-DM600 YES

GE 18024 NO DVCL-153P-WH-3 YES RHINE UC7067RYE NO

HALO SAL06P-W-HALOGF2 NO DVCL-153PH  NO TAANCIL Dim-L13B NO

LEGRAND
HCL453PTC YES DVCL-153PR-WH YES

RHCL453PW YES DVCL-253PH YES

LEVITON 

6681 YES DVELV-300P-WH  NO

6684 YES DVELV-303P-WH YES

603-6631-A   YES DVW-600PH-WH  NO

6631-A    YES DVWCL-153PH-WH NO

6631-LA  YES DVWCL-153PH-WHC NO

6631-LA    NO LECL-153PH-WH YES

6683 NO LGCL-153CL NO

6683-10Z   YES MACL-153M-WH YES

6683-IW  NO MACL-153MH-WH YES

IPE04-1LZ   400VA NO MACL-153MLH-WH YES

IPI06 NO MACL-153MLRHW-WH YES

IPI06-1LZ YES MACL-153MR-WH YES

IPI10-1LZ   NO MAELV-600-WH YES

NO.6631  YES MAW-600  NO

NO.6672  YES MAW-600H-AL   NO

NO.6674 NO MAW-600H-WH   NO

NO.6681  NO MIR-600THW-WH NO

NO.6681    NO MRF2-6CL-WH NO

NO.IPL06 YES MSCL-OP153MH-WH YES

S-600P-WH NO PD-6WCL-WH-P NO

LUS DM600-15L NO S-10PH  YES

LUTRON

AY-600PH-WH NO S-600 YES

AYCL-153P-WH YES S-600-AL  YES

AYCL-153PH YES S-600-IV YES

CT-103P-WH YES S-600H-WH  YES

CT-600PR-WH NO S-600P-WH NO

CTCL-153P-WH NO S-600PR-WH  NO

COMPATIBLE DIMMERS FOR 17A21DXX, 21A21DXX & 26A23DXX:

CONFORTO
COMODIDADE
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