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maXLiTeome” LED Security Light 3 Heads

Product Description:

Establish safety in front of your home or business with the new
MaxLiteHome3 head motion activated security light.

The new 3 head design offers wider light coverage to provide
increased security to the garage, porch, backdoor, side of the home,
yard, tool shed and more. Not only will the 3 built-in light heads

save you money, but also provide a bright luminous array that is
comparable to 150-Watt bulb. The design features a built-in 180° PIR
sensor with a 70 ft. maximum range and a photocell for dusk-to-dawn
operation. Swiveling arms on each lamp ensure proper light direction.
Durable black finish aluminum housing..

Features:
e Bright LED light at 5000 Lumens, 50-Watt total

/ﬂ, ¢ 180° motion detection with up to 70 ft. range

e 3 adjustable lamp heads for customizable light coverage

e Durable weather resistant aluminum construction of LED housing for
= 9 excellent heat dissipation

e Swivel arms allow for easy adjustment of light direction

e Hardwired floodlight features a single screw for easy installation on
W the wall, eave, or soffit

= e | ight color: 5000k daylight

¢ Integrated photocell for automatic dusk-to-dawn operation (must
work together with motion sensor)

e ETL certified for wet locations

Installation:
e Direct Wall Mount

Construction:
e UV Stabilized Polycarbonate
Listings:
e ETL for Wet Locations
e FCC
Stocked Item
ORDER CODE MODEL NUMBER DESCRIPTION
112878 MSL3HW SECURITY FLOOD LIGHT WITH MOTION SENSOR, 3 HEAD, 50W, 120V, 5000K, WHITE FINISH
112879 MSL3HL SECURITY FLOOD LIGHT WITH MOTION SENSOR, 3 HEAD, 50W, 120V, 5000K, BLACK FINISH
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maXLiTeome” LED Security Light 3 Heads

Specifications:

Power Consumption (W) 50W

Lumens (Im) 4,500 Im
Efficacy (Im/W) 90 Im/w

CRI >80

Color Temperature (K) 5000K

Voltage 120V

Lumen Maintenance (L70) 50,000 hrs
Mounting Wall

Lens UV Stabilized polycarbonate
Operating Temperature -20°C/-4°F - 40°C/104°F
Weight TBA

Listings ETL, FCC
Warranty 5 Year warranty. Check maxlite.com/warranties for details

Dimensions

14.57"
370mm

6.10"
155mm

7.48"
190mm
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