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Slim Downlight Flush Style SDL Series CCT Selectable

5-year standard warranty with labor allowance* (further details available at www.maxlite.com/warranties)  
Product may be eligible for a warranty extension to 10 years, for an additional fee. Contact MaxLite for details.

Phone: 1-800-555-5629 Fax: 973-244-7333 Web: www.maxlite.com E-mail: info@maxlite.com MAX18160 Rev: 12/18/24

© 2024 Specifications subject to change without notice.

PROJECT NAME:___________________________________________________________________   CAT. #: _________________________________________________________ 
NOTES:____________________________________________________________________________   FIXTURE SCHEDULE:_____________________________________________
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Description:
The CCT Selectable Slim Downlights mount directly into the ceiling, 
requiring no can. With a simple flick of a switch on the remote driver 
junction box, installers can choose from 2700K, 3000K, 4000K or 
5000K as CCT to suit various application needs. Low profile and easy 
to install, the Flush style fixture is Wet locations, IC rated and supports 
Title 24. Its edge lit optics provide an even and low glare illumination 
with an outstanding color rendering, making it the ideal choice for 
hospitality, retail, offices and multi-unit residential spaces.

Features: 
•	 2700K/ 3000K/ 4000K/ 5000K CCT Selectable
•	 CRI: ≥90
•	 Beam angle: ~110°
•	 Mounts into ceiling without the use of separate housing
•	 Field installable Emergency Battery back up kit available 
	 (includes a test switch and the charge indicator kit, no cover)
•	 Universal mounting plate available
•	 Goof rings available for additional coverage

Dimming: 
•	 120V, Triac dimming (10%)

Construction:
•	 Module construction includes LED, lens, and white trim
•	 Impact-resistant plastic lens

Listings:
•	 ETL Listed for wet locations
•	 IC rated
•	 Airtight construction
•	 Supports T24 Part 6 high efficacy lighting requirements

Stocked Items
ORDER 
CODE

MODEL 
NUMBER

102887 SDLR413CSWJ

102888 SDLR616CSWJ

102889 SDLR820CSWJ

102890 SDLS413CSWJ

102891 SDLS616CSWJ

102892 SDLS820CSWJ

FAMILY SHAPE SIZE WATTAGE CS TRIM CRI/JA8

SDL= Slim Downlight Series,
Flush Style

R=
S= 

Round
Square

4= 4 in. 13= 13W CS= 2700K/
3000K/
4000K/
5000K

W= White J=

 

90 CRI; T24-JA8-2016 compliant

6= 6 in. 16= 16W

8= 8 in. 20= 20W

Ordering Structure

Dimming Compatibility
DIMMER MODELS

Leviton 6684, 6672, IPL06, 6681, 6683-10Z

Lutron

S-600, VWCL-153PH, S-600H, D-600RH-DK, SCL-153P, D-600R, DVCL-153PH, 
S-600-IV, S-600-AL, DVCL 153P, DVWCL-153PH, AYCL-153P, MACL-153MR, 
AYCL-153PH, MACL-153MH, DVCL-253PH, MSCL-OP153MH, TGCL-153PH, 
MACL-153MLH, MAESTRO MA-PRO

Legrand 6684, 6672, IPL06, 6681, 6683-10Z
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Dimensions:

Specifications SDLR413CSWJ SDLR616CSWJ SDLR820CSWJ SDLS413CSWJ SDLS616CSWJ SDLS820CSWJ

Power Consumption 13W 16W 20W 13W 16W 20W

Lumens Delivered 796 lm 1126 lm 1520 lm 836 lm 1126 lm 1516 lm

Lumens Battery Mode 540 lm 640 lm 670 lm 540 lm 640 lm 670 lm

Efficacy 66 lm/w 71 lm/w 77 lm/w 66 lm/w 71 lm/w 76 lm/w

CRI ≥ 90

Color Temperature (K) 2700K/3000K/4000K/5000K (Default is 3000K)

L70 Lumen maintenance ≥ 50,000

Power Factor ≥ 0.9

Input Voltage 120V, Triac dimming, 10%

Operating Temperature -4°F - 104°F

Humidity 20-85% RH, non-condensing

Certification FCC, T24, ETL, IC and AT Rated  

Warranty 5 Year Warranty

Operating Instructions  SDL Series

MaxLite Slim Downlight Fixture
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Picture is for illustration purposes only. 
Your model may vary.

WARNING:
RISK OF ELECTRICAL SHOCK
• Turn off the electrical power at fuse or circuit breaker box before wiring fixture to power supply.
• Turn off the power when you perform any maintenance.
• Verify that supply voltage is correct by comparing it with the luminaire label information.
• Make all electrical and grounded connections in accordance with the National Electrical Code and 

any applicable local code requirements.
• All wiring connections should be capped with UL approved wire connectors.

CAUTION:
• Don't replace any accessory to prevent from dropping, electric shock or fire. Etc.
• Don't touch the lamp when in use.
• Always switch off the mains supply. 5-10 minutes later to replace the lamp after the used lamp has 

cooled down.
• Lamps should only be used in a protective shield!

CAUTION: 
RISK OF INJURY
• Wear gloves and safety glasses at all times when 

removing luminaire from carton, installing, servicing 
or performing maintenance.

• Avoid direct eye exposure to the light source while 
it is on.

• Account for small parts and destroy packing material, 
as these may be hazardous to children.

CAUTION: 
RISK OF FIRE
• Keep combustible and other materials 

that can burn away from luminaire.
• MIN 75°C SUPPLY CONDUCTORS.

Models:
• SDL Series

Input Rating: 120V 60Hz
Operating Temperature: -4°F to 104°F 

(-20C° to 40°C)
Wet Location Rated

General Safety Information
• Before installing, servicing, or performing routine maintenance upon 

this equipment, follow these general precautions.

• To reduce the risk of death, personal injury or property damage from fire, 
electric shock, falling parts, cuts/abrasions, and other hazards read all 
warnings and instructions included with and on the fixture box and all fixture 
labels.

• Commercial installation, service and maintenance of luminaires should be  
performed by a qualified licensed electrician.

• For Residential installation: If you are unsure about the installation or maintenance 
of the luminaires, consult a qualified licensed electrician and check your local 
electrical code.

• DO NOT INSTALL DAMAGED PRODUCT!

• This fixture is intended to be connected to a properly installed and grounded UL
listed junction box.

Included parts: Required tools:
• 1pcs - SDLR fixture          • Philips head screw driver

with connection box • Electric drill
• 3pcs - Terminal                  • Saw

Connectors • Measuring tape
• 2pcs - Screws • Wire nuts/quick disconnects

4” Square
A - 4.92”
B - 3.23”
C - 3.80”
D - 1.18”
E - 4.33”

6” Square
A - 6.69”
B - 3.23”
C - 3.80”
D - 1.18”
E - 6.10”

8” Square
A - 8.86”
B - 3.23”
C - 3.80”
D - 1.18”
E - 8.19”

4” Round
A - 4.92”
B - 3.23”
C - 3.80”
D - 1.18”
E - 4.33”

6” Round
A - 6.89”
B - 3.23”
C - 3.80”
D - 1.18”
E - 6.30”

8” Round
A - 8.86”
B - 3.23”
C - 3.80”
D - 1.18”
E - 8.19”

E

A

E

A

BB

CC

Min.  0.079”
Max. 0.59” - 0.79”

Min.  0.079”
Max. 0.59” - 0.79”

0.138”0.138” DD

ORDER CODE MODEL NUMBER DESCRIPTION IMAGE

105886 SD-UNVTEMPLATE Rough in template, Universal 4”, 6”, 8” (round models)

14098874 RCF-4 4” Commercial Recessed Frame, New Construction

14098875 RCF-6 6” Commercial Recessed Frame New Construction

14098876 RCF-8 8” Commercial Recessed Frame, New Construction

100298 EBUUP15007N0100 Emergency Battery Back up, 07W, 100-347V, Field installable

105651 SD-EXTCABLE24 Extension Cable, 24” Plenum Rated F1 (Interconnect up to Qty 3)

14099684 RR-XRING6 6” Extra Wide Trim Ring

14099685 RR-XRING8 8” Extra Wide Trim Ring

Accessories 


