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Description:
The SL Series Shop Light is designed to replace traditional 
fluorescent fixtures in both residential and workshop applications. 
Developed with a built in on/off chain, and linkable up to 4 
units, the Shop Light provides uniform light distribution ideal for 
workshops, garages, and utility rooms.

Features: 
•	 Instant full brightness
•	 Integrated LED lights
•	 Built in on/off pull chain
•	 Can be chain mounted. Chains provided
•	 5ft power cord and 120V plug included
•	 CRI: ≥80
•	 Linkable up to 4 fixtures

Applications:
•	 Garages
•	 Basement
•	 Utility Rooms
•	 Work Shops
•	 Attics

Ordering Information 

FAMILY - SIZE WATTAGE (NOMINAL) -  COLOR SELECTABLE PACK

SL3= Shop Light Gen 3 - 48= 48 inches 23= 23W, Single Tube - 50= 5000K [BLANK]=
2PK=

1 pack
2 pack

43= 43W, Dual Tube

Single Tube

Double Tube

Linkable up to 4 units
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Specifications SL3-4823-50 SL3-4843-50

Power Consumption 23W 43W

Lumens Delivered 2,400 lm 4,500 lm

Efficacy 104 lm/w 104 lm/w

CRI ≥ 80

Color Temperature (K) 5000K

L70 Lumen maintenance ≥ 50,000 Hrs

Power Factor ≥ 0.90 ≥ 0.70

Input Voltage 120V, 60Hz

Operating Temperature -4°F to 104°F (-20°C to 40°C)

Listings ETLus

Environment Damp location

Warranty 5 years. Check maxlite.com/warranties for details.

Dimensions:

5.31”
135mm

47.63”
1210mm

5.31”
135mm

47.63”
1210mm

Double Tube

Single Tube
47.16”

1198mm

1.71”
43.5mm

1.55”
39.5mm
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