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Color Temperature: 2700K 3000K 3500K 4000K 5000K

Residential Retrofit
RR Series

4” Baffle 8W 700 lm 40W 95° Triac 120V

5”/6”
Baffle 10.5W 900 lm 75W 95° Triac 120V

Baffle 14W 1,200 lm 100W 95° Triac 120V

4” Baffle 10W 600 lm 40W 95° Triac 120-277V

5”/6” Baffle 13W  1,000 lm 75W 95° Triac 120-277V

RRA Series

4” Adjustable 8W 700 lm 40W 95° Triac 120V

6” Adjustable 10W 900 lm 75W 95° Triac 120V

Slim Downlights
SDL Series

4” Flush 13W 796 lm 75W 110° Triac 120V

6” Flush 16W 1,126 lm 100W 110° Triac 120V

8” Flush 20W 1,520 lm 125W 110° Triac 120V

SDB Series

4” Baffle 12W 800 lm 75W 110° Triac 120V

6” Baffle 12W 950 lm 75W 110° Triac 120V

8” Baffle 18W 1,500 lm 125W 110° Triac 120V

Surface Downlights
DL Series

5” Disc 7W 650 lm 40W 110° Triac 120V

7” Disc 11W 1000 lm 75W 110° Triac 120V

ML2 Series

5” Fleming 12W 782 lm 60W 110° Triac 120V

7” Fleming 13W 1,037 lm 75W 110° Triac 120V

12” Fleming 18W 1,520 lm 125W 110° Triac 120V

12” Fleming 23W 1,950 lm 150W 110° Triac 120V
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Color Temperature: 2700K 3000K 3500K 4000K 5000K
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Commercial Downlights

RCF Series

4” Baffle 9W 750 lm 10W 100° Triac 120-277V

6” Baffle
13W 1,100 lm 18W 110° Triac 120-277V

18W 1,650 lm 22W 110° Triac 120-277V

8” Baffle

13W 1,115 lm 12W 110° Triac 120-277V

18W 1,650 lm 20W 110° Triac 120-277V

22W 2,120 lm 22W 110° Triac 120-277V

9.5” Baffle 40W 3,500 lm 3x32W 104° Triac 120-277V

4” Baffle 12W 900 lm 12W 97° 0-10V 120-347V

6” Baffle  10/12/17W 1,000/1,200/
1,700 lm 12/18/20W 104° 0-10V 120-347V

8” Baffle 14/17/20W 1,400/1,700/
2,000 lm 18/20/22W 106° 0-10V 120-347V

9.5” Baffle 30/35/40W 2,550/2,975/
3,400 lm

2x32/2x42/
3x32W 114° 0-10V 120-347V

RRC Series

4”/6”/8”/9” Matte 10W 900 lm 12W 0-10V, 
Triac 120-277V

4”/6”/8”/9” Matte 15W 1,275 lm 18W 0-10V, 
Triac 120-277V

6”/8”/9” Matte 20W 1,900 lm 22W 0-10V, 
Triac 120-277V

8”/9” Matte 30W 3,200lm 3x32W 0-10V 120-277V

8”/9” Matte 50W 5,000 lm 3x42W 0-10V 120-277V
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