
NSF Certified - LED Plug and Play Lightbars

ITEM
NUMBER

ORDER
CODE DESCRIPTION WATTS

(W)
CCT
(K)

LUMENS
(lm)

LB0627 1409841 LITE BAR 6" 80 CRI 2700K 2 2700 148

LB0635 1409843 LITE BAR 6" 80 CRI 3500K 2 3500 148

LB0650 1409845 LITE BAR 6" 80 CRI 5000K 2 5000 155

LB06927 1409861 LITE BAR 6" 90 CRI 2700K 2 2700 148

LB1227 1409846 LITE BAR 12" 80 CRI 2700K 4 2700 341

LB1235 1409848 LITE BAR 12" 80 CRI 3500K 4 3500 326

LB1250 1409850 LITE BAR 12" 80 CRI 5000K 4 5000 331

LB12927 1409862 LITE BAR 12" 90 CRI 2700K 4 2700 341

LB2427 1409851 LITE BAR 24" 80 CRI 2700K 7 2700 657

LB2435 1409853 LITE BAR 24" 80 CRI 3500K 7 3500 654

LB2450 1409855 LITE BAR 24" 80 CRI 5000K 7 5000 658

LB24927 1409863 LITE BAR 24" 90 CRI 2700K 7 2700 657

LB3627 1409866 LITE BAR 36" 80 CRI 2700K 12 2700 987

LB3635 1409868 LITE BAR 36" 80 CRI 3500K 12 3500 968

LB3650 1409870 LITE BAR 36" 80 CRI 5000K 12 5000 983

LB36927 1409871 LITE BAR 36" 90 CRI 2700K 12 2700 987

LB4827 1409856 LITE BAR 48" 80 CRI 2700K 16 2700 1330

LB4835 1409858 LITE BAR 48" 80 CRI 3500K 15 3500 1315

LB4850 1409860 LITE BAR 48" 80 CRI 5000K 15 5000 1345

LB48927 1409864 LITE BAR 48" 90 CRI 2700K 16 2700 1330
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NSF and ETL Sanitation Certified Products
MaxLite offers the following fixture models that are certified by NSF International or carry 
the ETL Sanitation Mark for installation in food processing environments and locations 
with similar sanitation requirements. 

Models with the ETL Sanitation Mark are verified by ETL, an ANSI-accredited certification 
body, to be compliant with NSF requirements.
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ETL Sanitation Mark - LED TriMax Vapor Tight

ITEM
NUMBER

ORDER
CODE DESCRIPTION WATTS

(W)
CCT
(K)

LUMENS
(lm)

VT-V2424-40 14099814 TRIMAX VAPOR TIGHT 24" 24W 120-277V 4000K 24 4000 n/a

VT-V4830U-40 14099648 TRIMAX VAPOR TIGHT 48" 30W 120-277V 4000K 29 4000 3788

VT-V4830U-40EM 14099692 TRIMAX VAPOR TIGHT  48" 30W 120-277V 4000K  
WITH BATTERY BACKUP UNIT 29 4000 3788

VT-V4830U-40MS 14099693 TRIMAX VAPOR TIGHT  48" 30W 120-277V 4000K  
WITH BI-LEVEL MOTION SENSOR 29 4000 3788

VT-V4830U-50 14099649 TRIMAX VAPOR TIGHT  48" 30W 120-277V 5000K 30 5000 3902

VT-V4830U-50EM 14099694 TRIMAX VAPOR TIGHT  48" 30W 120-277V 5000K  
WITH BATTERY BACKUP UNIT 30 5000 3902

VT-V4830U-50MS 14099695 TRIMAX VAPOR TIGHT  48" 30W 120-277V 5000K  
WITH BI-LEVEL MOTION SENSOR 30 5000 3902

VT-V4840U-40 101636 VAPOR TIGHT VANDAL PROOF 48" 40W 120-277V 4000K 38 4000 4550

VT-V4840U-40EM 107783 TRIMAX VAPOR TIGHT 48" 40W 120-277V 4000K W/ BATTERY BACKUP 38 4000 4550

VT-V4840U-50EM 107780 TRIMAX VAPOR TIGHT 48" 40W 120-277V 5000K W/ BATTERY BACKUP 38 5000 4680

VT-V4840U-50MS 107781 TRIMAX VAPOR TIGHT 48" 40W 120-277V 5000K W/ MOTION SENSOR 38 5000 4680

VT-V4850U-40 14099650 TRIMAX VAPOR TIGHT  48" 50W 120-277V 4000K 51 4000 6483

VT-V4850U-40EM 14099696 TRIMAX VAPOR TIGHT  48" 50W 120-277V 4000K  
WITH BATTERY BACKUP UNIT 51 4000 6483

VT-V4850U-40MS 14099697 TRIMAX VAPOR TIGHT 48" 50W 120-277V 4000K  
WITH BI-LEVEL MOTION SENSOR 51 4000 6483

VT-V4850U-50 14099651 TRIMAX VAPOR TIGHT  48" 50W 120-277V  5000K 51 5000 6683

VT-V4850U-50EM 14099698 TRIMAX VAPOR TIGHT  48" 50W 120-277V 5000K  
WITH BATTERY BACKUP UNIT 51 5000 6683

VT-V4850U-50MS 14099699 TRIMAX VAPOR TIGHT  48" 50W 120-277V 5000K  
WITH BI-LEVEL MOTION SENSOR 51 5000 6683

VT-V4860U-40MS 107790 TRIMAX VAPOR TIGHT 48" 60W 120-277V 4000K W/ MOTION SENSOR 61 4000 7380

VT-V4860U-50MS 107787 TRIMAX VAPOR TIGHT 48" 60W 120-277V 5000K W/ MOTION SENSOR 63 5000 7610
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ETL Sanitation Mark & NSF Certified - LED Vapor Tight LSV Series

ITEM
NUMBER

ORDER
CODE DESCRIPTION WATTS

(W)
CCT
(K)

LUMENS
(lm)

LSVECO-4DU4040 14099111 VAPOR TIGHT ECO SERIES 4FT DIMMING 120-277V 40W 4000K 37 4000 4306

LSVECO-4DU4050 14099112 VAPOR TIGHT ECO SERIES 4FT DIMMING 120-277V 40W 5000K 37 5000 4368

LSV2U2040EM 107839 VAPOR TIGHT 2FT 120-277V 20W 4000K W/ BATTERY BACKUP 22 4000 2966

LSV2U2040MS 107822 VAPOR TIGHT 2FT 120-277V 20W 4000K W/ BI-LEVEL SENSOR 22 4000 2966

LSV432540 103201 VAPOR TIGHT 4FT 347V 25W 4000K 23 4000 3216

LSV4U2040EM 107059 VAPOR TIGHT 4FT 120-277V 20W 4000K W/ BATTERY BACKUP 21 4000 2912

LSV4U2040EMMS 1408983 VAPOR TIGHT 4FT 120-277V 20W 4000K W/ BATTERY BACKUP   
BI-LEVEL MOTION SENSOR 21 4000 2912
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ETL Sanitation Mark & NSF Certified - LED Vapor Tight LSV Series

ITEM
NUMBER

ORDER
CODE DESCRIPTION WATTS

(W)
CCT
(K)

LUMENS
(lm)

LSV4U2040MSO 100113 VAPOR TIGHT 4FT 120-277V 20W 4000K  
WITH ON/OFF MOTION SENSOR 21 4000 2912

LSV4U2540 14099613 VAPOR TIGHT 4FT 120-277V 25W 4000K 23 4000 3216

LSV4U2540EM 102806 VAPOR TIGHT 4FT 120-277V 25W 4000K  
WITH BATTERY BACKUP UNIT 34 4000 4714

LSV4U2540EMMSO 103245 VAPOR TIGHT 4FT 120-277V 25W 4000K WITH BATTERY BACKUP 
UNIT WITH ON-OFF MOTION SENSOR 34 4000 4714

LSV4U2540EMMSV 102766 VAPOR TIGHT 4FT 120-277V 25W 4000K WITH BATTERY BACKUP UNIT 
AND BI-LEVEL MICROWAVE SENSOR 34 4000 4714

LSV4U2540MS 102706 VAPOR TIGHT 4FT 120-277V 25W 4000K  
WITH BI-LEVEL MOTION SENSOR 34 4000 4714

LSV4U2540MSO 103133 VAPOR TIGHT 4FT 120-277V 25W 4000K  
WITH ON-OFF MOTION SENSOR 34 4000 4714

LSV4U2540MSV 103745 VAPOR TIGHT 4FT 120-277V 25W 4000K WITH BI-LEVEL MOTION 
SENSOR W/ REMOTE CONTROL CAPABILITY 23 4000 3216

LSV4U2550 14099614 VAPOR TIGHT 4FT 120-277V 25W 5000K 23 5000 3221

LSV4U2550EM 102739 VAPOR TIGHT 4FT 120-277V 25W 5000K  
WITH BATTERY BACKUP UNIT 34 5000 4714

LSV4U2550MS 103858 VAPOR TIGHT 4FT 120-277V 25W 5000K WITH MOTION SENSOR 23 5000 3221

LSV4U2550MSO 103270 VAPOR TIGHT 4FT 120-277V 25W 5000K  
WITH ON/OFF MOTION SENSOR 23 5000 3221

LSV4U2550MSV 102707 VAPOR TIGHT 4FT 120-277V 25W 5000K WITH BI-LEVEL MOTION 
SENSOR WITH REMOTE CONTROL CAPABILITY 34 5000 4714

LSV4U3050MS 107074 VAPOR TIGHT 4FT 120-277V 30W 5000K  
W/ MOTION SENSOR (BI-LEVEL) 34 5000 4714

LSV4U3540 14099615 VAPOR TIGHT 4FT 120-277V 35W 4000K 34 4000 4714

LSV4U3540EM 102004 VAPOR TIGHT 4FT 120-277V 35W 4000K WTIH BATTERY BACKUP 
UNIT 34 4000 4714

LSV4U3540EMMS 102472 VAPOR TIGHT 4FT 120-277V 35W 4000K  
WITH BATTERY BACKUP UNIT AND BI-LEVEL PIR SENSOR 34 4000 4714

LSV4U3540MS 101110 VAPOR TIGHT 4FT 120-277V 35W 4000K  
WITH BI-LEVEL MOTION SENSOR 34 4000 4714

LSV4U3540MSO 102998 VAPOR TIGHT 4FT 120-277V 35W 4000K  
WITH ON/OFF MOTION SENSOR 34 4000 4714

LSV4U3540MSV 102233 VAPOR TIGHT 4FT 120-277V 35W 4000K  
WITH BI-LEVEL MOTION SENSOR 34 4000 4714

LSV4U3550 14099616 VAPOR TIGHT 4FT 120-277V 35W 5000K 33 5000 4654

LSV4U3550EM 102477 VAPOR TIGHT 4FT 120-277V 35W 5000K  
WITH BATTERY BACKUP UNIT 34 5000 4714

LSV4U3550EMMSO 103173 VAPOR TIGHT 4FT 120-277V 35W 5000K WITH BATTERY BACKUP 
UNIT AND  ON/OFF MOTION SENSOR 34 4000 4714

LSV4U3550MSO 103172 VAPOR TIGHT 4FT 120-277V 35W 5000K  
WITH ON/OFF MOTION SENSOR 34 5000 4714

LSV4U3550MSV 102547 VAPOR TIGHT 4FT 120-277V 35W 5000K  
WITH BI-LEVEL MOTION SENSOR 34 5000 4714

LSV4U4540 14099617 VAPOR TIGHT 4FT 120-277V 45W 4000K 45 4000 6249
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ETL Sanitation Mark & NSF Certified - LED Vapor Tight LSV Series

ITEM
NUMBER

ORDER
CODE DESCRIPTION WATTS

(W)
CCT
(K)

LUMENS
(lm)

LSV4U4540EM 102531 VAPOR TIGHT 4FT 120-277V 45W 4000K  
WITH BATTERY BACKUP UNIT 34 4000 4714

LSV4U4540EMMS 103267 VAPOR TIGHT 4FT 120-277V 45W 4000K WITH BATTERY BACK UP 
UNIT AND BI-LEVEL MOTION SENSOR 44 5000 6217

LSV4U4540MSO 102446 VAPOR TIGHT 4FT 120-277V 45W 4000K  
WITH ON/OFF MOTION SENSOR 45 4000 6249

LSV4U4540MSV 102245 VAPOR TIGHT 4FT 120-277V 45W 4000K  
WITH BI-LEVEL MOTION SENSOR 45 4000 6249

LSV4U4540MSW 102820 VAPOR TIGHT 4FT 120-277V 45W 4000K  
WITH ON/OFF MOTION SENSOR 45 4000 6249

LSV4U4550 14099618 VAPOR TIGHT 4FT 120-277V 45W 5000K 44 5000 6217

LSV4U4550EM 102538 VAPOR TIGHT 4FT 120-277V 45W 5000K WITH BATTERY BACKUP UNIT 44 5000 6217

LSV4U4550EMMS 103147 VAPOR TIGHT 4FT 120-277V 45W 5000K WITH BATTERY BACK UP 
UNIT AND BI-LEVEL MOTION SENSOR 44 5000 6217

LSV4U4550EMMSO 102593 VAPOR TIGHT 4FT 120-277V 45W 5000K  
WITH BATTERY BACKUP UNIT AND ON/OFF SENSOR 34 5000 4714

LSV4U4550MS 102489 VAPOR TIGHT 4FT 120-277V 45W 5000K  
WITH BI-LEVEL PIR MOTION SENSOR 45 5000 6249

LSV4U4550MSO 101668 VAPOR TIGHT 4FT 120-277V 45W 5000K  
WITH ON/OFF MOTION SENSOR 45 5000 6249

LSV4U4550MSV 103091 VAPOR TIGHT 4FT 120-277V 45W 5000K BI-LEVEL MOTION SENSOR 44 5000 6217
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ETL Sanitation Mark & NSF Certified  - LED T8 Bypass Double-Ended Lamps

ITEM
NUMBER

ORDER
CODE DESCRIPTION WATTS

(W)
CCT
(K)

LUMENS
(lm)

L17T8DE440-CG 14101757 17W 4-FT LED SINGLE-ENDED/ DOUBLE-ENDED BYPASS T8 4000K 
COATED GLASS (UL TYPE-B) 17 4000 2200

L17T8DE450-CG 14101758 17W 4-FT LED SINGLE-ENDED/ DOUBLE-ENDED BYPASS T8 5000K 
COATED GLASS (UL TYPE-B) 17 5000 2200

L42T8DEFA835-CG 102740 42W 8-FT LED DOUBLE ENDED BYPASS T8 FA8 3500K  
COATED GLASS (UL-B) 42 3500 5300

L42T8DEFA840-CG 102744 42W 8-FT LED DOUBLE ENDED BYPASS T8 FA8 4000K  
COATED GLASS (UL-B) 42 4000 5400

L42T8DEFA850-CG 102745 42W 8-FT LED DOUBLE ENDED BYPASS T8 FA8 5000K  
COATED GLASS (UL-B) 42 5000 5500

L42T8DER17D835-CG 102746 42W 8-FT LED DOUBLE ENDED BYPASS T8 R17D 3500K  
COATED GLASS (UL-B) 42 3500 5300

L42T8DER17D840-CG 102747 42W 8-FT LED DOUBLE ENDED BYPASS T8 R17D 4000K  
COATED GLASS (UL-B) 42 4000 5400

L42T8DER17D850-CG 102748 42W 8-FT LED DOUBLE ENDED BYPASS T8 R17D 5000K  
COATED GLASS (UL-B) 42 5000 5500

05
/0

4/
20


