
LiteBarsLiteBars™™



MaxLite LED LiteBars™ offer near-endless 
possibilities for designing functional and 
decorative lighting. Linkable in continuous 
runs, LiteBars produce beautiful, even light 
with superior dimming performance. Ultra-
compact and simple to mount, the bars can 
navigate the tightest corners and illuminate 
the smallest spaces with ease.

LINKABLE

DIMMABLE

UNIFORM LIGHT

EASY MOUNTING

2700K 3500K 5000K

CCTs Available:

Patent-pending, integrated  
connector enables continuous 
runs of high quality light up  
to 40 feet long.

Smooth and even dimming  
down to 10 percent of full light
output across the entire run.

Architectural-grade diffuser 
eliminates unsightly hot spots.

Bracket, pivot and magnetic 
mounting options for flexible, 
convenient installation.



UNDER CABINETS COVES DISPLAY CASES ACCENT INDIRECT LIGHTING

APPLICATIONS

ORDERING SYSTEM

OPTIONAL ACCESSORIES

LB-END - 14099577
End Cap

LB-BBC - 14098894
Bar-Bar Connector

LB-BBCF4 - 14098897
Bar-Bar Connector, Flexible 4”

LB-BBCF12 - 14098898
Bar-Bar Connector, Flexible 12”

LB-BBCF40 - 14098899
Bar-Bar Connector, Flexible 40”

LB-BBCR - 14098896
Bar-Bar Connector, 90 deg right

LB-BBCL - 14098895
Bar-Bar Connector, 90 deg left

LB-MB - 14098902
Mounting Bracket (2pcs per)

LB-PMB - 14098903
Pivot Mounting Bracket (2pcs per)

LB-MMB - 14098904
Magnetic Mounting Bracket (2pcs per)

LB-CBOX - 14098906
Connecter Box

LB-DBOX - 14098905
Distribution Box

LB-HWC70 - 14098900
70” Hardwire Cord

LB-PC48 - 14098901
40” Plug Cord  

Typical order example: LB06927

LB

FAMILY SIZE CRI CCT

LB= LITEBAR 06= 6" (OMIT)= 80 CRI 27= 2700K

12= 12" 35= 3500K

24= 24" 50= 5000K

36= 36"

48= 48"

MODEL # NOMINAL 
LENGTH DIMENSIONS

MAXIMUM
INTERCONNECTED 

UNITS

LB06xxx 6" 5.98”x0.74”
x0.78” 80

LB12xxx 12" 12.01”x0.74”
x0.78” 40

LB24xxx 24" 23.98”x0.74”
x0.78” 20

LB36xxx 36" 47.99”x0.74”
x0.78” 13

LB48xxx 48" 47.99”x0.74”
x0.78” 10

ONLY ACCESSORY 
THAT SHIPS 
WITH FIXTURE



OVER 29 YEARS OF LIGHTING EXPERTISE

5-YEAR WARRANTY

FAST DELIVERY

CERTIFICATIONS 

PERSONALIZED SERVICE

MaxLite has provided certified energy-efficient lighting solutions to the commercial, 
industrial and residential building markets since 1993. We are a five-time recipient of 
the prestigious ENERGY STAR® Partner of the Year Award for our industry leadership, 
and continue to be at the forefront of energy efficient technologies through the innovative 
research and development capabilities of our teams and facilities in New Jersey, 
California and Indiana.

Our products undergo rigorous product testing and verification by our NVLAP- 
accredited photometry laboratory (Caldwell Independent Testing Laboratories),  
and safety testing laboratory (Ocean Laboratories), a UL Third-Party Test Data  
Program participant.

MaxLite offers industry-leading warranty coverage. Go to MaxLite.com/warranties 
for applicable terms and conditions.

MaxLite keeps its products in stock and available for immediate purchase and 
delivery on standard orders. 

All accessories and additional options are considered special order. 
Check MaxLite for stock.

MaxLite supports its products with the highest standards of quality assurance and 
customer support. 

Most MaxLite LED products are certified by ENERGY STAR® or DesignLights  
Consortium® (DLC), rendering them eligible for utility rebate programs. 

We work with our customers to ensure our products meet their installation goals, and 
remain by their sides long after. MaxLite provides a full range of complimentary services, 
including: 

• Facility audits   		  • Lighting layouts   			  • ROI calculations   
• Technical support   	 • Utility rebate assistance   	 • Lifetime product support
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12 York Ave.
West Caldwell, NJ 07006
T: 1-800-555-5629 
F: 973-244-7333
www.maxlite.com

Item # LITEBARSBRO
Order Code: 100900


